RKM MK12/MK05 Upgrade and Recovery Method

If your MK12/MK05 has following issues, please fix it by recovery/upgrade methods.

If you need to update to the latest firmware;
After boot, there is no signal;

There is only boot screen;

System runs very slowly, crashing;

Can’t find the wireless network equipment, or can’t connect wireless;

When installing Apps, player loss power unexpected and cant boot up;
TF card update failed and can’t boot again,etc.
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and img file from www.rikomagic.com.
Step1:Installation of USB_Burning_Tool_v2.0.1_x86.

Press the tool, you will get below picture:
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Welcome to the
USB_Burning_Tool Setup Wizard
hiswilnstal USS_Buring Tool on your computer,

Itis recommended that you dose al other appications before:
continuing,

Click Next to continue, or Cancel to exit Setup.

Next > Cancel





Click“Next’’.
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Select Destination Location
Where should USB_Burning_Tool be instaled?

| setp itinstal o Buraing Toolntote folewing ke,

To continue, cick Next, IF you would ke to select a different foder, cick Bromse.

CiProgram Fies (+86)\Amlogic|US3_Burring_Tool Browse,

Atleast 30.8 B of free sk space is requied.





Press “Browse” to choose installation path, then click”Next”.
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Select Start Menu Folder
Where should Setup place the programis shortcuts?

L i Setup wil create the programis shorteuts i the folowing Start Menu folder

To continue, cick Next. If you would ke to select a different foder, cick Bromse.

‘Amlogic|US3_Burring_Tool Browse,





Click“Next’’.
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Ready to Install
Setup i now ready to begin nstaling USB_Burning_Tool on your computer

Cldk Instal to contnue with the instaltion, or cick Backif you want o review or
change any settings

Destnation location: 7
C:VProgram Fies (+86)\Amilogic|Us8_Burring Tool

Start enu folder:
‘Amlogic|Us3_Burring Tool





Click “Install”.
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Select Additional Tasks
Vibich additon tasks should be performed?

elect the additons tasks you would ke Setup to perform whie nstaling
USB_Burming_Tool, then cick Next

Addtonal icons:

7] Create a desktop icon





You can create a desktop icon according to your need. Then click”Next”.
[image: image8.jpg]1@ Setup - USB_Burning_Tool

Installing
Please wait uhil Setup instals USB_Burning_Toolon your computr.

Extracting fles.
CoProgram Fils (x86)\AmiogiclUSB_Buring Toolymscp 100.dI

meee——— 40909090000





Pls wait till the below picture pop up.

[image: image9.jpg]ERNEFEEAS £

KER R ERHEFZEMS!

PR seso

BHE BEET—H7 o

—5®)|F=5Em ) [





Click”下一步” to install the driver.
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Choose the second option to start installing the driver.
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Click”完成”.
[image: image13.jpg]& Setup - USB_Burning_Tool

Completing the USB_Burning_Tool
Setup Wizard

Setup has fished nstaling US8_Burring_Tool on your
computer. The applcation may be launched by selecting the
installed cons.

Clck Finsh to exit Setup.

[_Finish





Click”Finish”.


Step2:Installation of the USB_Burning_Tool_v2.0.2_x86.

This tool installation is same with the method of USB_Burning_Tool_v2.0.1_x86.Pls do it as above steps.
Step3:Click”My computer\C:\Program Files\Amlogic\USB_Burning_Tool”

Press USB_Burning_Tool,click file--import image.
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Choose the correct img file for upgrading.And then wait for image checking.
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After import image file successfully, click”Start”.
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Step4:Insert one port of the USB cable to computer USB host. And press the recovery button of MK12/MK05.
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Insert the other port of USB cable to the MK12/MK05 OTG port.

[image: image18.jpg]



Wait for 3-5 seconds then loose the recovery button,you will see below picture.
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Pls wait till the software burning successfully. See below picture.
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After the upgrade finished, plug out the USB cable. Insert the power supply, and connect MK12/MK05 with TV. If it boot normally, it means upgrading is successfully.

Notice: Please click the ”Stop” button first before you close the USB_Burning_Tool_v2.0.2.

